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CY326
Single cylinder
Grade 6, level 1



CY336
Single cylinder (hardened
steel) 
Grade 6, level 2 



CY321
Single cylinder
Grade 6, level 1



CY331
Single cylinder
(hardened steel)
Grade 6, level 2



*CY327
Double cylinder 
Grade 6, level 1 



*CY337
Double cylinder
(hardened steel outside)
Grade 6, level 2



*CY322 
Double cylinder 
Grade 6, level 1



*CY332 
Double cylinder
(hardened steel outside)
Grade 6, level 2



CY323
Single cylinder/thumbturn 
Grade 6, level 1



CY333
Single cylinder/thumbturn
(hardened steel) 
Grade 6, level 2

DOOR CYLINDERS euro profile cylinders

CY326  CY336 CY321 CY331
CY327 CY337 CY322 CY332

EXTENSION COMPONENTS CY328  CY338 CY323 CY333

(5mm increments)
41-86mm • •

(10mm increments)
86-130mm •• ••

 • Standard  •• Special Order
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CY322/CY332

    
     
   
    

   
   

  
 

 

  

 

17 

10 

33 

36
36

   
    
  
   

  
  

 

 

17

3131
10

33

CY328/CY338

CY323/CY333

*supplied with emergency function as standard

Notes on cylinder length:

• For the hardened steel variant, add 1mm

• For the Novel variant, add 1mm

CY321  CY326 CY331 CY336
CY322 CY327 CY332 CY337

MATERIALS/FINISHES CY323  CY328 CY333 CY338

Housing & Plug:
Brass •
Steel •

Finish:
Satin Chrome • •
Bright Chrome •• ••
Brass • •

 • Standard  •• Special Order

All euro profile cylinders
meet EN1303 and are
supplied with Protec/Novel
mechanisms



CY328
Single cylinder/thumbturn
Grade 6, level 1



CY338
Single cylinder/ thumbturn
(hardened steel) 
Grade 6, level 2

Phone +44 (0)1902 364500     www.abloy.co.uk


