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The installer’s choice

The CDVI Z&L brackets range offers a flexible fixing solutions for magnets and 
armatures.

The range includes Z and L brackets for fixing on inward and outward opening doors. 
For more flexibility some brackets are also adjustable and some include architectural 
housings for a more aesthetic finish.

Datasheet

Example showing outward opening door

Example showing inward opening door



Brackets - Technical Specifications
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The installer’s choice

180ZL - Z&L bracket for 180kg magnets
Dimensions Z bracket: 166 x 76 x 38 to 76 mm
Dimensions L bracket: 166 x 80 x 30 mm

300ZL - Z&L bracket for 300 and 400kg magnets
Dimensions Z bracket: 175 x 50 x 50.5 to 101 mm
Dimensions L bracket: 248 x 50 x 30 mm

300ZL-AC - Architectural Z&L bracket for 300 and 400kg magnets
Dimensions Z bracket: 175 x 50 x 50.5 to 101 mm
Dimensions L bracket: 248 x 50 x 30 mm

500ZL - Z&L bracket for 500kg magnets
Dimensions Z bracket: 175 x 50 x 50.5 to 101 mm
Dimensions L bracket: 265 x 76 x 38 mm

500ZL-AC - Architectural Z&L bracket for 500kg magnets
Dimensions Z bracket: 175 x 50 x 50.5 to 101 mm
Dimensions L bracket: 265 x 76 x 38 mm

300L - Adjustable L bracket for 300 and 400kg magnets
Dimensions L bracket: 248 x 50 x 30 mm

300L-ADJ - Adjustable and extended L bracket for 300 and 400kg magnets
Dimensions L bracket: 248 x 50 x 30 mm

500L - Adjustable L bracket for 500kg magnets
Dimensions L bracket: 265 x 76 x 38mm

500L-ADJ - Adjustable and extended L bracket for 500kg magnets
Dimensions L bracket: 265 x 76 x 38 mm

300Z - Z bracket for 300 and 400kg magnets
Dimensions Z bracket: 175 x 50 x 50.5 to 101 mm

500Z - Z bracket for 500kg magnets
Dimensions Z bracket: 175 x 50 x 50.5 to 101 mm

300AS - Surface armature housing for 300kg magnets
Dimensions: 188 x 54.5 x 15 mm

500AS - Surface armature housing for 500kg magnets
Dimensions: 193 x 74 x 14 mm
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