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Datasheet

Certification

DEEE

Certification

IP IP42

100kg side load (NFS)

 Key Features

Product Description

The internal range of mortice electro-magnetic 
locks from CDVI offer high performance locking 
for swing door installations.

The V3ER is a popular mortice magnetic lock 
with a holding force of up to 300kg. Thanks to 
its multi-fix features and slimmer profile, it is 
ideal for slim door frame fittings, making it a 
robust yet user-friendly electro-magnetic lock. 

The unit is 12/24Vdc, and includes lock status 
monitoring as standard. 

• Mortice mount electro-magnetic lock

• Up to 300kg holding force for robust 
security

• Live status monitoring

• No moving parts

• 12 or 24Vdc operation

• Great for swing or sliding doors - usually 
mounted into the transom

V3ER - Mortice 300kg maglock, monitored
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Product Specifications
Material: ZAMAK
Mounting: Mortice
Lock mode: Fail safe
Holding force: 300kg
Relays: 1
Contacts: NO/COM/NC
Weight: 1.1kg
Dimensions:
• Maglock: 228 x 38 x 27 mm
• Armature plate: 185 x 38 x 11 mm

Electrical Specifications

Power input: 12/24Vdc
Consumption: 420mA @ 12Vdc 

210mA @ 24Vdc

38 mm 27 m
m

22
8 m

m


