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The bellfree colour video apartment station is a welcome addition to

our range of door entry systems. It operates with true ‘hands-free’

speech with outstanding clarity. Its sophisticated and universal appeal

makes it the ideal choice for new build apartment blocks and

refurbishments.

The bellfree system is compatible with the Bellissimo video telephone

(model BS) and the Bellissimo audio telephone (model BS-A). This

makes it a perfect solution for mixed housing developments and also

allows for added options for extension telephones.

The model BF apartment station is supplied for both surface and flush

fitting without additional brackets or connectors.
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The bellfree apartment station has a contemporary and slim profile to

complement modern apartments. It has true ‘hands-free’ speech

operation utilising a semi-custom Digital Processor with ‘Adaptive

Acoustic Echo & Ambient Noise Cancellation’.

Some of the notable features of the bellfree apartment station

and system are;

• High quality colour video with a 3.5” TFT screen.

• True ‘hands-free’ speech. 

• A sensitive Touch Pad for user operation with multi-coloured back-

lighting and universal graphic symbols.

• White satin-gloss finish to complement most wall furnishings.

• Discreet contrast and call-tone volume controls

• Supplied for both surface and flush fitting without the need for

additional boxes, brackets or connectors.

• It requires standard CAT5 cable and has removable connectors for

ease of installation.

• Compatible with bellissimo video and audio telephones for

installation in mixed housing developments.

• Available with a range of vandal resistant stainless steel door

panels with options for digital panels, DDA compliant panels,

proximity and coded access.

Each standard BF packaged system provides all necessary components

to install a complete video door entry system. 

A standard multi-way BF system comprises of;

• model BF bellfree apartment stations.

• model BSC4 telephone controller (one for every 4 units).

• model BFP stainless steel front door panel.

• relevant BFD panel controller.

• model CAMBS-C colour CCD day/night camera with infra-red lamps.

• speech unit.

• model PS4 12v DC power supplies.

Model BF

Sensitive Touch Pad for user operation Surface or Flush fitting without additional
brackets or connectors
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• model 203 surface lock release.

• full wiring and installation manual.

Ordering information

Order a model BF1 for a complete single station system. For multi-

station systems order a model BFn, where n is the number of stations.

Append /S for surface panels.

e.g. a model BF6 is a complete 6 station flush system

a model BF6/S is a complete 6 station surface system

For tradesmen facility, add the code TRBF (a model TS2000-BST time

clock is included).

Model BSC4 Controller

The model BSC4 interfaces up to 4 bellfree apartment stations on to

the CAT5 distribution and provides line isolation. Each bellfree unit

has its own designated port with removable terminal blocks.

Door Panel Controllers

Each door panel on a system is connected to a door controller for

connection to the CAT5 distribution network and provides all inputs

and outputs to the door and panel.

BFD1 - one button panel controller.

BFD8 - two to eight panel controller.

BFD72 - nine to seventy two button panel controller.

BFD-DIG - digital panel controller.

Please request a copy of the installation and operation manual

prior to installation to ascertain full cable specification and layout.

Model BF4/VR
4 way system

Digital option Proximity option
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