
6-way DIN mount Enclosures

10032 Enclosure: 6-way - lockable enclosure with DIN rail

This lockable enclosure provides a secure and protective environment for DIN-mounted PAC Controllers,
over 3 rows of DIN rail, with space for backup battery and charging equipment (not included). It comes with
a robust sheet metal housing and multiple trunking entry points on all sides to provide excellent options for
cabling management and configuration.
l Lockable with key(s) provided
l Fixing point for tamper switch (tamper switch not included)
l Earthing points and lead supplied
l Easy to mount with hinged door that opens > 180°
l Multiple trunking entry points
l Vented on either side for airflow

6-way DIN mount

Enclosures

07-23

CPDS_ENC

6-way DIN mount

Part Number(s) 10032 Enclosure: 6-way - lockable enclosure with DIN rail

Material Mild steel 18 SWGwith powder coated finish

DIN rail 3 rows, standard top hat (35 × 7.5 mm)

Lock and key Supplied with spare key

Trunking entry points
All trunking points 40 (w) × 20 (h) mm
l 4 × top edge
l 2 × left, right, bottom

Dimensions 590 (w) × 770 (h) × 120 (d) mm / 23.2 (w) × 30.3 (h) × 4.7 (d) in.

Standards & Compliance UKCA, CE
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